
General Description

CB100L
CB900L

Features

The CB100L/900L have various options and functions suitable for wide range of applications that require two alarms, retransmission output,
waterproof and dustproof protection, digital communication, and digital input. DC current/voltage input type is available as well as thermocouple
and RTD input.
The CB100L/900L are UL, CSA, FM approved, and CE marked.

Over/under-temperature protection
Digital communications
Analog output
Waterproof and dustproof protection
UL, CSA, FM approved, and CE marked

The CB100L/900L provide you the over/under-temperature
protection for your equipment or products in process. When the
temperature goes above or below the set value (high limit or low
limit), the CB100L/900L will interrupt or remove the power from
the process. This output can be used for alarm or interrupting
power to the heater circuit.
For safety reason, the output will be retained until reset
operation is executed even when the measured value goes back
to the normal range. Reset operation can be executed by front
key operation, communication, or digital input.

The CB100L/900L limit actions can also be configured :
Limit output at power-up : ON/OFF
Alarm output : Energized/de-energized
Limit type : High-limit for over-temperature / Low-limit for under-
temperature

The CB100L/900L measures the time while the measured value
goes above/below the set value, and it retains the peak value.

Over/under-temperature protection

Analog output is available for measured value retransmission. 
For the set value retransmission, please ask RKC for details.

CB100L/900L offer RS-485 communications with ANSI
protocol. Up to 31 units can be connected to one RS-485
communication line.

Analog output (Optional)

The CB100L/900L allow you to mount horizontally up to 6 units
close together to make effective use of control board or panel
space.

Designed for close horizontal mounting

Digital communications (Optional)
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Analog output
4 to 20 mA DC or
0 to 20 mA DC
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The waterproof and dustproof features protect the panel-
mounted instrument in severe environments or wash-down
conditions and conforms to IP66 (IP65 for CB900L) standards.

Waterproof and dustproof protection (Optional)
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CB100L: IP66
CB900L: IP65

(800) 576 - 6308www.rkc-usa.com
Distributed By  Inc,

RKC


