@ The surface of the display is easy to be injured.
So, please be careful not to rub it with a hard
material or to hit it.

@ The stains on the housing shall be wiped off by the
cloth which is dipped into the neutral cleanser diluted
by water and wrung tightly, and finish it by a dried ;
cloth. w
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@® Wiring precautions
If failure or error of this instrument could result in a
critical accident of the system, install an external
protection circuit to prevent such an accident.
In order to prevent instrument damage or failure,
protect the power line and the input/output lines from
high currents by using fuses with appropriate ratings.

IM41ADO1-E2

Thank you for purchasing our "REX— AD410A".

This manual describes how to use "REX—AD410A". Prior
to using the indicator, please carefully read this manual
and fully understand the contents.

Keep this manual safely for future reference as required.

® The contents of this manual may subject to change
without prior notice.

@® Power supply
In order to prevent instrument damage or failure,
power of the specified rating.
In order to prevent electric shock or instrument failure,
do not turn on the power supply until all of the wiring
is completed.

@ The contents of this manual are copy righted;
all rights are reserved by RKC INSTRUMENT INC,
It is prohibited to reprint or reproduce the whole or
a part of this manual without the prior of RKC
INSTRUMENT INC.

®"REX—AD410A" and this manual are manufactured and
prepared under strict quality control before delivery.
However, if any problems arise, please contact us
directly or your nearest our sales agent.

® Never use the instrument near inflammable gases.
In order to prevent fire, explosion or instrument
damage, never use this instrument at a location where

® RKC assumes no responsibility for any of the follow— inflammable or explosive gases or vapour exist.

ing damages which the user or third party may suffer.

@ Damage incurred as a result of using this product.

@ Damage caused by product failure which cannot be
predicted by RKC.

® Other indirect damages.

@ Never touch the inside of the instrument.
In order to prevent electric shock or burns, never touch
the inside of the instrument.
Only RKC service engineers can touch the inside of
the instrument to check the circuit or to replace parts.
High voltage and high temperature sections inside the
instrument are extremely dangerous.

> INSTRUMENT SAFETY CAUTIONS «

@ This instrument is designed to be mounted on
instrumentation panels. It is therefore
manufactured as part of the final product to
facilitate wiring. This means that unauthorized
personnel can easily access the high—voltage
sections in this instrument such as power

@ Never modify the instrument.
In order to prevent accident or instrument failure, never
modify the instrument.

® Maintenance
In order to prevent electric shock, burns or instrument
failure, only RKC service engineers may replace parts.
In order to use this instrument continuously and safely,
terminals, etc. conduct periodic maintenance. Some parts used in this
Therefore, when this instrument is installed on instrument have a limited service life and may deteri—
the final product, the user should take the orate with time.
necessary measures for the final product to ensure Andtattattattattadtattattattattattnttattattattattadtnttadtnttal
that unauthorized personnel cannot access the
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high—voltage sections, etc. CE CONFORMED INSTRUMENT CAUTIONS

@ In order to use this instrument correctly and @ This instrument is protected from electric shock by
safely, always observe the cautions described reinforced insulation. So please arrange reinforced |
in this manual when performing operetions insulation to the wire for input signal against the i
and maintenance. wires for instrument power supply, source of power |
RKC assumes no responsibility for any injury and loads as far as possible. |
or accident resulting from not following these

@ EN55022, EN50082-2 and EN61010-1 are applicable

cautions. to this instrument.

@ This instrument is intended to be used under the
following environmental conditions. (IEC1010) A
[OVERVOLTAGE CATEGORY II, POLLUTION

DEGREE 2]

@ To the instrument with power supply of 24V, please
be sure to supply the power from SELV circuit.

This is a Class A (EN55022) instrument. In a
domestic environment this product may
cause radio interference, in which case the

@ The cleaning shall be done after the confirmation that user is required to take adequate measures.
the power supply to the instrument is off.

@ The stains on the surface of the display shall be
wiped off by a soft cloth or tissue paper. All Rights Reserved, Copyright © 1998, RKC INSTRUMENT ING.
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