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Chapter 4 OPERATING PROCEDURE
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@ Use set—values conforming to the REX— B850 specification.

@® When "Computer mode" is selected in computer/local selection, switches other than screen selection

related switches cannot be operated on the setting screen.

@ If an invalid numeric value is entered and then registered, it automatically returns to the previous
numeric value and is inversely displayed.
(Example: When trying to input a set—value of 800 °C in the REX— B850 with a range of 0 to 400 °C.)

If the number of REX— B850 used is 1, the unit No. select switch (F1 switch) is invalid.
The simultaneous setting function is activated for each unit (REX— B850).

To suspend simultaneous setting, press the hidden switch A to change the display "form ALL to CH".

When set—values with a decimal point are mixed with those without a decimal point, note that the
result of simultaneous setting may become as shown in the following figure.

Example : Set - values are set to 200.5 °C.
—]Eﬁnowsnlll:lsum [Esusz [TFan | -}éi:FOWERI[EISUN [='suB2 [[CraIL_]

First change CH to ALL by pressing the If the set - value is saved by pressing the
hidden switch A, then set the set - value F4 switch(ENT), for the set - value without a
by pressing the F2(=") or F3(=) switch. decimal point, the figures after the decimal

point is omitted.
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B Each setting screens

Tempeerature set - value setting screen

“ié:POWER—”EI SUB1 "El SUB2 ”[:( FAIL —l Setting m.nge H Within inpllt mge

Setting prior to factory shipment : 0.0

First alarm set - value setting screen

-‘[éipowgn"nsum [esuB2 [ormr | Setting ra.nge : Within input !'ange or
span range

Setting prior to factory shipment : 50.0

Second alarm set - value setting screen

oweRl[S susT (o sumz |G ra ] Setting range : Within input range or
span range

Setting prior to factory shipment : -50.0

Heating - side proportional band setting screen

PoweR|[ 5081 [ suse [[GraL ] Setting range : 0.0 to 1000.0% (Heating control)
0.1 to 1000.0% (Heating/cooling control)

Setting prior to factory shipment : 3.0
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Cooling - side proportional band setting screen

Jetrower|[c sUBT |[o suz |[TFAL | Setting range : 0.1 to 1000.0%

Setting prior to factory shipment : 3.0

* Setting will be invalid in ON/OFF action or
heating action.

Integral time setting screen

YeZpoweR] [T SUBT ][ suBz |[CiFALL Setting range : 0 to 3600 second (Heating control)
1 to 3600 second (Heating/cooling control)

Setting prior to factory shipment : 240

Derivative time setting screen

YZpowen] (e sus1 [ Sz (S FALL Setting range : 0 to 3600 second
Setting prior to factory shipment : 60

Overlap/Deadband setting screen

_‘Ilfgq,owm“m sUB1 |[CsuBz [TRAL | Setting range : -10.0 to +10.0%

Setting prior to factory shipment : 0.0
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