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Panel Mounting Type Indicator AE500

General Description

AE500

Features

The AE500 is a powerful digital indicator with up to four (4) alarms. The AE500 has various options such as digital communications, analog
retransmission output, waterproof, and power supply for LED drive of SP400/SP500. In combination with the input selector SP400/500,
maximum 16 points of input can be connected to one AE500. The AE500 matches the physical appearance of the CB series (CB100/400/
500/700/900, CB103/403/903) Family of controllers.

Bright, easy-to-read LED displays (20mm high)
Digital communications
Up to 4 alarms
Analog retransmission output
SP400/500 input selector

The measured value can be transmitted by 0-20mA or 4-20mA.

The SP400/500 is an input selector unit with 6 inputs
(standard) or 5 inputs (transfer type).
SP400 is a vertical 1/8 DIN, and SP500 is a horizontal 1/8 DIN type.
Maximum 3 units can be connected by using transfer type
SP400/500 with 5 inputs.

Analog Retransmission Output (Optional)

SP400/SP500 Input Selector Unit

Very clear and easy-to-read large LED display (20mm high).

Bright, Easy-To-Read LED Displays
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The AE500 offers an optional RS-485 communications
interface for networking to computers, PLCs and SCADA
software in your plant. Up to 31 units can be interfaced on one
RS-485 communication line.

Digital Communications (Optional)

Max 31 units

Communication
level converter
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The AE500 is available for up to 4 alarms. Each alarm is
available with hold-function which suppresses alarm activation
upon start-up until the measured value has entered the non-
alarm range.

Up to 4 Alarms (Optional)

Example : Low alarm with hold

ONOFFAlarm OFF

SV

Power ON

PV

OFF

ON

SP400
(TF type)

SP500 (TF type)

SP500

SP400

1AE50_02E
(800) 576 - 6308www.rkc-usa.com

Distributed By  Inc,

RKC








