
REX-B850 & OPL-B

General Description

REX-B850
OPL-B

Features

The REX-B850 is a multi-loop board type temperature controller with powerful features. 4-, 6- and 8-loop types are available with the
dimensions of 145 (W) x 210 (H) x 26 (D) mm. 16 units can be multi-dropped so that maximum 128 loops can be controlled.
The operation panel, OPL-B, can be connected to the REX-B850 without programming. Maximum 128-loop monitoring is possible.
The REX-B850 is suitable for various applications which requires multi-loop control, such as injection machines, re-flow oven, packaging

machine, and semiconductor manufacturing equipment.

Compact size 145(W) x 210(H) x 26(D)mm
4, 6 or 8 loop control
Maximum 128-loop control
8 multi-memory areas (8 sets of SV, PID, alarm SV, etc.)
Two alarms
Optional heater break alarm
Event input function

<REX-B850>
Compact size 144(W) x 96(H) x 70(D)mm
Monitoring maximum 16 units (128 loops) of REX-B850
Channel names and alarm message can be set on 
the screen
Interactive simple screen operation

<OPL-B>

Host computer

REX-B850

OPL-B

Example

Board Type Temperature Controller
Operation Panel for REX-B850
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Model and Suffix Code
Specifications Model and Suffix Code

Model Code

Model
Type

Communications with host
computer

OPL
Blue mode LCD display for REX-B850
Not supplied
RS-232C
RS-422A
RS-485

Operation Panel for REX-B850 OPL-B
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N
1
4
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FAREX

Host computer
OPL-B

REX-B850

Communication

Cables

<Option>

RS-232C, RS-422A
or RS-485

RS-422A only

OPL-B
OPL-B

REX-B850
Host computer

W-BF-02-3000 ( Length : 3 m )
W-BF-12-5000 ( Length : 5 m )

Specifications
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External Dimensions
REX-B850

OPL-B

A

B

C D E F

A : Temperature sensor input and power supply terminals
B : Address switches
C : Current Transformer input (CT) 16pin connector (AXM216011 : Matsushita Electric Works,Ltd)

• Recommended connector : AXM1160215 (Matsushita Electric Works,Ltd)
D : Communication interface modular connector (TM5RE3-66 : HIROSE Co.,Ltd)
E : Multi-drop interface modular connector (TM5RE3-66 : HIROSE Co.,Ltd)
F : Control output, Alarm output/FAIL output 26pin connector (AXM226011 : Matsushita Electric Works,Ltd)

• Recommended connector : AXM1260215 (Matsushita Electric Works,Ltd)

Note : Connecttion cables and connectors should be prepared by customer.

REX-B850 & OPL-BBoard Type Temperature Controller
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10
5

9196

92144

138 50 or more

12 70

137

151

145 40 135 ±0.2

10
5

±0
.2

20
0

±0
.2

15
0

±0
.2

26

21
0

22
5

+1
0

+0
.8

  0
80

 o
r m

or
e

Panel cutout

6-M3

Mounting screw diameter : M3
Recommended screw length : 20 mm or more
Tightening torque : 3.5 to 5 kgf •cm

Mount ing dimensions
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• The connector and cable for CT connection should be prepared by customer.(Connetor for CT)
  Recommended manufacturer :  Matsushita Electric Works,Ltd.

Model code :  AXM116415
• The cable and connectors should be prepared by customer. (Connector for communication)
  Recommended manufactuer :  Hirose Electric Co., Ltd.

Model code : TM4P66P01-KSFN[ ] [ ] [ ] [ ] ([ ] [ ] [ ] [ ] : Cable length)
The plug on one side, and bare wire or spade lug on the other side
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