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8. ERROR DISPLAYS  

Error display   
 

 RAM failure (Incorrect set data write, etc.) Turn o� the power once. If an error occurs 
after the power is turned on again, please 
contact RKC sales o�ce or the agent.  

 
Overscale and Underscale  

Measured value (PV) 
[Flashing]  

PV is outside of input range. 

[Flashing]  

Overscale: 
PV is above the high input display range limit.  

[Flashing]  

Underscale: 
PV is below the low input display range limit.  

 
 

 
 

 
 

9. INPUT RANGE TABLE 

Input type Model

S

R

J

K

*1

to0 200 K
K

01
to 400 02
to 600

to 800
to 1000

to 1200

0
0

0

0

0

to 13720

to 1000

to 3000

to 5000

to 16000
to 25020

to 7020

K

K

03
04

K
K

05

06

K

K

K

K

K

K

K

07

13
14

20

A2

A3

to 8000 K A1

A9

to0 200 J
J

01
to 400 02

to 600

to 800

to 1000

to 1200

0

0

0

0

0

J

J
03
04

J
J

05

06

to 8000

to 21920

to 4000

J

J

J

A1

A3

A6

to 16000 J A2

to 1600

to 1769
to 1350

0

0
0

R 01

R
R

02

04

to 32000 R A1

to 32160 R A2

to 1600

to 1769
0

0

S 01

S 02
to 32000 S A1

to 32160 S A2

E

B

T

N

PL �

+

to 1800

to 1820

400

0

B 01

B 02

to 3200800 B A1

to 33080 B A2

to 800

to 1000

0

0

E 01

E 02

to 16000 E A1

to 18320 E A2

to 1200

to 1300

0

0
N 01
N 02

to 23000 N A1
to 23720 N A2

*2 to 400.0-199.9 T 01

to 100.0-199.9 T 02

to 200.0-100.0 T 03
to0.0 350.0 T 04
to 752.0-199.9 T A1
to 200.0-100.0 T A2
to 400.0-100.0 T A3
to0.0 450.0 T A4

+
+

+
+
+

to0.0 752.0 T A5

W5Re/ to 2000

to 2320

0

0
W 01

W 02
to 40000 W A1

to 1300

to 1390

to 1200

0

0

0

A 01

A

A

02

03
to 24000 A A1
to 25340 A A2

+to 600.0-199.9 U 01

to 100.0-199.9 U 02

to 999.9-199.9

03

+

+
to0.0 400.0

A1

to 200.0-100.0 + A2

to 999.9 A30.0

U

Lto 400 01

to 800

0

0 L 02

to 16000 L A2

to 8000 L A1L

+to 649.0-199.9 D 01
+to 200.0-199.9 D 02
+to 50.0-100.0 D 03
+to 100.0-100.0 D 04

+to 200.0-100.0 D 05

06to0.0 50.0

07to0.0 100.0

08to0.0 200.0

09to0.0 300.0

10to0.0 500.0

D

D

D

D

D

+to 649.0-199.9 P 01
+to 200.0-199.9 P 02

+to 50.0-100.0 P 03
+to 100.0-100.0 P 04

+to 200.0-100.0 P 05

06to0.0 50.0

07to0.0 100.0

08to0.0 200.0

09to0.0 300.0

10to0.0 500.0

P
P

P

P

P

0 to 5 V DC

1 to 5 V DC

0 to 20 mA DC

4 to 20 mA DC

01

01

01

01

4

6

7
8

to
0.0

100.0

Pt100

JPt100

*1 0 to 399 /0 to 799 : Accuracy is not guaranteed.

W26Re

+to 999.9-199.9 D A1
+to 400.0-199.9 D A2

+to 200.0-199.9 D A3

+to 100.0-100.0 D A4
+to 300.0-100.0 D A5

A6to0.0 100.0
A7to0.0 200.0

A8to0.0 400.0

A9to0.0 500.0

D

D

D

D

U

U

U

U

to 4500 K 17

to 4500 J 10

to 3000 J A7

F

F
F
F
F
F

F
F

F
F

F
F

F
F

F

F
F
F

F
F

F
F
F

F
F

F

F
F
F
F
F

F
F

F
F
F

F
F

F

C
C
C
C
C
C
C
C
C
C
C

C
C
C
C
C
C
C

C
C
C

C
C

C
C

C
C

C
C
C
C
C
C
C
C
C
C

C
C

C
C

C

C
C
C

C
C

C
C
C
C

C
C

C
C
C
C
C
C
C
C
C
C

*1
*1

*1

*1

*1
*1

*1

*1

*1

*1

*2

*2

*2

*2

*2

0 to 10 V DC 015**

**Z-1010 speci�cation

FF
F

code Input type Model
code Input type Model

code

J

Input type Model
code Input type Model

code

Pt100

C F *2 -199.9 to -100.0 /-199.9 to -158.0 : Accuracy is not guaranteed.C F

U

*3 This input type can not be selected in the Z-1021 speci�cation.

( *3 )

( *3 )

 
 

10. REMOVING THE INTERNAL ASSEMBLY 
Usually, this instrument is not necessary to remove the internal  assembly from the case. When removing the internal assembly wi thout 
disconnecting the external wiring, take the following steps. 
 
 
 
 
 
 
 
 
 

Apply pressure very carefully when removing internal assembly 
to avoid damage to the frame. 

 
To conform to IEC61010-1  requirements for protection from electric 
shock, the internal assembly of this instrument can only be removed 
with an appropriate tool.  
Unlocking points (marked with “ ”) depend on the model as follows: 

 
 
 
 
 

 
 
 

 
 
 

To prevent electric shock or instrument  failure, only quali�ed personnel should be allowed to pull out the internal 
assembly. 
To prevent electric shock or instrument failure, always turn o� the power before pulli ng out the internal assembly. 
To prevent injury or instrument failure, do not touch the internal printed wiring board. 

WARNING! 

Check input type, input range, sensor and
sensor connection. 

! WARNING 
To prevent electric shock, always 
turn o� the power before replacing 
the sensor. 

Recommended tool:  
Blade screwdriver 
(Blade width: 
 6 mm or less)  

Lock (upper)  

Lock (lower)  
Unlock using such a blade screwdriver.  
Gently press down on handle for the upper lock and 
lift up for the lower lock.  

CB400 CB100 
CB700  CB500

CB900  
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